
BOTTOM BREAKFREE PROTECTION PANEL

AVAILABLE IN 24" AND 48"

26ga steel exterior & interior skins (as the rest of the door panels)

protected with white HD plastic facing on the interior side only

SECTION A-A

SECTION B-B

 HEAVY-DUTY MILL FINISH ALUMINIUM

 RETAINER WITH TRIPLE-LIP WEATHER SEAL

INTERIOR ELEVATION

GALVANIZED STEEL

75mm TRACKS

MODEL 80-T

HEAVY-DUTY MILL

FINISH ALUMINIUM

RETAINER WITH

TRIPLE-LIP WEATHER

SEAL

POLLARD BEARING

SOLID SHAFT  25mm

TORSION SPRING  10,000 CYCLES

DRUM

ELECTRIC

OPERATOR

BY THERMOSTOP

ADJUSTABLE

TOP ROLLER

CARRIER

BOTTOM

CORNER

BRACKET

"U" RUBBER

ROLLER CARRIER

HINGE

INSULATION:

URETHANE R = 24

CONTINUOUS ANGLE OR

CLIPS MOUNTED AS

PER DESIGN CRITERIA

DOUBLE END HINGES AS  PER DESIGN CRITERIA

OR FOR DOOR WIDTH EQUAL TO OR GREATER

THAN 14'0"

DOUBLE END HINGES AS  PER DESIGN CRITERIA

OR FOR DOOR WIDTH EQUAL TO OR GREATER

THAN 14'0"

MODEL
QTY.

DOOR

OPERATION

WIDTH HEIGHT

No. of

PAN.

No. of

SECT.

NOTES:

DRAWINGS NOT TO SCALE

ALL DIMENSIONS ARE IN mm

GLACE-GUARD

MARK

Ill-266

X XXXXmm
XXXXmm X

ELECTRIC OPERATOR

BY THERMOSTOP

X

XX' XX" XX' XX"

OPENING

XXXXmm
XXXXmm

XX' XX" XX' XX"

EXTERIOR AND

INTERIOR SHEETINGS:

26 GA GALVANIZED

STEEL, WITH RIBS,

STUCCO FINISH,

THERMOSTOP

PRE-FINISHED WHITE

DOOR THICKNESS = 75 mm (3'') with

THERMOSTOP  MODEL

GLACE-GUARD MARK III (3")

Bottom Breakfree Protection Panel

JOINT

SIDE POST

SIDE LOCK


