
NOTE:

DOOR TO OVERLAP OPENING BY 75mm ON EACH SIDE AND AT HEADER TO

ACCOMMODATE ACOUSTIC WALL COMPRESSION SEALS

DRUM

SOLID SHAFT  25mm

TORSION SPRING (10,000 CYCLES)

ADJUSTABLE

TOP ROLLER

CARRIER

HINGE & ROLLER

CARRIER

INSULATION:

URETHANE R = 32

BOTTOM CORNER

BRACKET

DOUBLE BOTTOM

'U' RUBBER

CONTINUOUS ANGLE ON

STEEL JAMBS

GALVANIZED STEEL

75mm TRACKS

HEAVY-DUTY MILL

FINISH ALUMINIUM

RETAINER WITH

TRIPLE-LIP WEATHER

SEAL

 HEAVY-DUTY MILL FINISH ALUMINIUM

RETAINER WITH TRIPLE-LIP WEATHER SEAL

MODEL QTY.

DOOR

OPERATION

WIDTH. HEIGHT.

No. OF

PAN.

No. OF

SECT.

Notes:

DRAWINGS NOT TO SCALE

ELECTRIC OPERATOR

EXTERIOR  & INTERIOR

SHEETINGS:

16 GA GALVANIZED

STEEL, NO RIBS,

SMOOTH FINISH.

ENAMEL PAINTED

FINISH, CHOICE OF

COLOR FROM

RAL COLOR CHART

THERMOSTOP MODEL

DOOR THICKNESS = 4" (100 mm)

SOUNDSENTRY STC-40

SOUND

SENTRY

STC 40

XX' X" X X
X

BY THERMOSTOP

ELECTRIC

OPERATOR

BY THERMOSTOP

POLLARD BEARING

XX' XX"

XXXX mm XXXX mm

OPENING

XX' XX" XX' XX"

COMPRESSION SEAL

COMPRESSION SEAL

ACOUSTIC &

POLYURETHANE

FOAM CORE
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CLEARANCE REQ.

GLASS

A B

DEPTH SECT.

NOTE :

DRAWINGS NOT TO SCALE

X 400mm

XXmm GLASS TYPEX

No

DOOR C

600mm 150mm

SOUND

SENTRY

STC 40

LOW HEADROOM

JAMBS EXTENSION

BY OTHERS

JAMBS

BY OTHERS

STEEL TRACK HANGERS TO

SUIT JOB CONDITIONS BY

DOOR ERECTOR

MOTOR SUPPORT

PAD BY OTHERS

SPRINGS SUPPORT

PAD BY OTHERS

NOTES:

- ALL JAMB EXTENSIONS AND PADS TO BE

SUPPLIED BY OTHERS.

- ALL ELECTRICAL WIRING (INCLUDING LOW

VOLTAGE) BY OTHERS.

NOTES:

1 - ALL FRAMES, JAMB EXTENSIONS & PADS TO BE

SUPPLIED, INSTALLED PLUMB & SQUARE AND

PROPERLY SUPPORTED BY OTHERS. ALL INSIDE

FACES MUST BE FLUSH & BOLTHEADS

COUNTERSUNK.

2 - ALL CLEARANCES AS SIDEROOM, HEADROOM

AND DEPTH TO BE UNOBSTRUCTED.

3 - STEEL FRAMES MAY BE BUILT OF CHANNEL,

ANGLES & PLATE OR ANGLE WITH INTERIOR

FLANGE 3" WIDE MIN. FOR FASTENING DOOR

TRACKS JAMB EXTENSIONS & PADS AS SHOWN TO

RECEIVE COUNTERBALANCE MECHANISM.
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NOTE :

DRAWINGS NOT TO SCALE

ALL DIMENSIONS ARE IN mm

X 610mm

XXmm GLASS TYPEX

No

DOOR C

600mm 150mm

SOUND

SENTRY

STC 40

NOTES :

1 - ALL FRAMES, JAMB EXTENSIONS & PADS TO BE

SUPPLIED, INSTALLED PLUMB & SQUARE AND

PROPERLY SUPPORTED BY OTHERS. ALL INSIDE

FACES MUST BE FLUSH & BOLTHEADS

COUNTERSUNK.

2 - ALL CLEARANCES AS SIDEROOM, HEADROOM

AND DEPTH TO BE UNOBSTRUCTED.

3 - STEEL FRAMES MAY BE BUILT OF CHANNEL,

ANGLES & PLATE OR ANGLE WITH INTERIOR

FLANGE 3" WIDE MIN. FOR FASTENING DOOR

TRACKS JAMB EXTENSIONS & PADS AS SHOWN TO

RECEIVE COUNTERBALANCE MECHANISM.

STANDARD ELEVATION 

STEEL TRACK HANGERS TO

SUIT JOB CONDITIONS BY

DOOR ERECTOR

JAMBS EXTENSION

BY OTHERS

JAMBS

BY OTHERS

MOTOR SUPPORT

PAD BY OTHERS

SPRINGS SUPPORT

PAD BY OTHERS

NOTES:

- ALL JAMB EXTENSIONS AND PADS TO BE

SUPPLIED BY OTHERS.

- ALL ELECTRICAL WIRING (INCLUDING LOW

VOLTAGE) BY OTHERS.
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X XXmm

XXmm GLASS TYPEX

No

DOOR C

600mm 150mm

SOUND

SENTRY

STC 40

HIGH-LIFT

NOTES:

1 - ALL FRAMES, JAMB EXTENSIONS & PADS TO BE

SUPPLIED, INSTALLED PLUMB & SQUARE AND

PROPERLY SUPPORTED BY OTHERS. ALL INSIDE

FACES MUST BE FLUSH & BOLTHEADS

COUNTERSUNK.

2 - ALL CLEARANCES AS SIDEROOM, HEADROOM

AND DEPTH TO BE UNOBSTRUCTED.

3 - STEEL FRAMES MAY BE BUILT OF CHANNEL,

ANGLES & PLATE OR ANGLE WITH INTERIOR

FLANGE 3" WIDE MIN. FOR FASTENING DOOR

TRACKS JAMB EXTENSIONS & PADS AS SHOWN TO

RECEIVE COUNTERBALANCE MECHANISM.

STEEL TRACK HANGERS

TO SUIT JOB CONDITIONS

BY DOOR ERECTOR

JAMBS

BY OTHERS

JAMBS EXTENSION

BY OTHERS

SPRINGS SUPPORT

PAD BY OTHERS

MOTOR SUPPORT PAD

BY OTHERS

NOTES:

- ALL JAMB EXTENSIONS AND PADS TO BE

SUPPLIED BY OTHERS.

- ALL ELECTRICAL WIRING (INCLUDING LOW

VOLTAGE) BY OTHERS.
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NOTE :
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X XXXmm

610mm GLASS TYPEX

No

DOOR C

600mm 150mm

SOUND

SENTRY

STC 40

NOTES :

1 - ALL FRAMES, JAMB EXTENSIONS & PADS TO BE

SUPPLIED, INSTALLED PLUMB & SQUARE AND

PROPERLY SUPPORTED BY OTHERS. ALL INSIDE

FACES MUST BE FLUSH & BOLTHEADS

COUNTERSUNK.

2 - ALL CLEARANCES AS SIDEROOM, HEADROOM

AND DEPTH TO BE UNOBSTRUCTED.

3 - STEEL FRAMES MAY BE BUILT OF CHANNEL,

ANGLES & PLATE OR ANGLE WITH INTERIOR

FLANGE 3" WIDE MIN. FOR FASTENING DOOR

TRACKS JAMB EXTENSIONS & PADS AS SHOWN TO

RECEIVE COUNTERBALANCE MECHANISM.

FULL VERTICAL

JAMBS EXTENSION

BY OTHERS

JAMBS

BY OTHERS

MOTOR SUPPORT

PAD BY OTHERS

SPRINGS SUPPORT

PAD BY OTHERS

NOTES:

- ALL JAMB EXTENSIONS AND PADS TO BE

SUPPLIED BY OTHERS.

- ALL ELECTRICAL WIRING (INCLUDING LOW

VOLTAGE) BY OTHERS.
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